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LED Strip Handling Guidelines 
Your LumaLanes LED light strip is a delicate piece of electronics, containing multiple 
integrated circuits and LED elements enclosed in a waterproof, transparent casing. 
While designed to withstand normal usage, including rolling and unrolling, and 
submersion in the water for many hours, there are a few precautions you should take 
when handling the strips to avoid stress and possible damage to the strips. 
 

● Do NOT roll the strips up “inside-out” -- the black side (the side the LEDs are on) 
should face the outside of the reel at all times when rolling/unrolling the strips. 

● Roll up the strip so that the cable goes on the reel first and forms a “base layer” 
onto which the rest of the strip is wound. This makes it so the light strip doesn’t 
have to bend as sharply when being wound/unwound. 

● When first unrolled, the strip may be a bit “stiff”, especially if it has been stored in 
a cold place. As the strip warms up it will become more flexible and easier to lay 
flat on the bottom of the pool. 

● When rolling up, roll the strip LOOSELY on the reel, do NOT try to roll it up tightly 
or put tension on the strip while rolling it up. Avoid sharply bending or twisting the 
strip or cable at all times. 

● Do NOT plug or unplug the strip(s) from the control box when the power is on. 

● Avoid laying the strips on the deck or any place where they can get stepped on. 

● Avoid rapid temperature changes as this will put stress on the internal circuits of 
the strip. If the strip is cold, allow it to gradually warm up to room temperature 
before putting it in the pool. 

● If the covering on the strip gets damaged, do NOT put the strip in the water until 
the damage has been repaired or else water could get in and ruin the strip. 
Please contact LumaLanes for information about repairing a strip. 

● Please refer the Modular LED Strip User Guide (available at 
lumalanes.com/support) for information on connecting strip segments together to 
make different lengths. 
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